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What does it do? 

 

The Sample Magazine (SM) is 
designed to automatically fill sample 
buckets with bulk materials after the 
sampling process has been 
completed. The SM also act as a 
storage device since it has multiple 
buckets installed inside. The SM 
prevents cross-contamination and 
moisture loss of the samples 
gathered. 
 

What‘s the benefit? 

• The SM consists of multiple buckets. 
 

• Thus, a filled bucket does not immediately need to be manually replaced 
(interim storage) with an empty one saving costs and time. 
 

• The design ensures no risk of moisture loss or cross-contamination. 
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How does it do it? 

The SM consists of a turntable where the sample buckets are installed. The material 
enters through a top mounted inlet opening and then falls into a dedicated bucket. To 
avoid spillage the bucket is first lifted towards the opening. When the bucket has been 
filled, normally after a number of increments, the bucket is lowered again. Thereafter, the 
turntable automatically rotates, and an empty bucket is lifted and ready to be filled. The 
filled buckets can be manually removed through an access door. The access door is fitted 
with a safety switch that deactivates the turntable and allows safe removal of the buckets. 

What is the standard? 

M&W JAWO Sampling equipment and sampling systems operate in accordance with 
approved international material standards such as ISO, ASME, GOST, EN as well as 
DS3077 (2013). All sampling equipment and solutions aim for compliance with the 
principles laid down in the Theory of Sampling (TOS) and gives our customers reliable 
knowledge of the material properties such as moisture content, particle size distribution, 
mineral proportions, and content grade essential for commercial, operational, and 
technical characterization. 
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Dimensional Drawing 

The table consist of indicative values from previous projects 
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Exploded view 

3D Drawing 

3D illustation of a SM made for 

automatically fill sample 

buckets with bulk materials 

after the sampling process 
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Illustrative drawing 

3D illustration of the size of 

a SM-8-26 in respect to a 

person 

3D Drawing with Material 

3D illustration of a SM 

receiving sampled material 

and a 26 L bucket filled with 

sampled material 
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Variants/Options. 

Option 1 

The SM can come in a tight version where 
the buckets are lifted against a gasket to 
ensue that they are sealed at all times. 

Option 2 

The SM can include an electronic 
identification system that tags the bucket 
to enable easy and correct handling. The 
technology is Radio Frequency 
Identification (RFID). 

Option 3  
It is possible to program the SM to track 
different batches of material. Thus, buckets 
A, B and C will have material from batch A, 
B and C. The buckets will move back and 
forth to ensure that the right batches fall 
into the right bucket. 

 

 

Nota Bene 

As a standard the SM and SM-L are 
equipped with electrical actuators. 
Optionally a pneumatic actuator can be 
supplied in case of available instrument 
air. 

 

Mark & Wedell A/S (M&W) is a global mechanical/electrical engineering 

and manufacturing company. M&W serves a solid and growing 

international customer base within the global mining-, minerals-, metals-, 

power generation- and big science markets. 

We develop, engineer, and produce high quality mechanical and electrical 

machines, instruments, and solutions. Our brand JAWO and unique know-

how is well recognized in our markets and among our customers due to 

more than 40 years of experience.  

About M&W. 
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